
Technical Data Sheet 
with Quick-Start-Guide

Anti-Graffiti-System
Graffiti-Guard

 SEMI-Guard
Graffiti-Protection-System

Exerzierplatz, Pirmasens, sandstone

Cologne Cathedral, Cologne, natural stones

VÖEST-Brücke, Linz, concrete

Porsche, Sylt, stamped concrete



2

Quick-Start-Guide

1   Temperature

 �The air and substrate temperature must be between 
+ 10 °C and + 35 °C during the application and drying. 

3   Subsurface – cleaning

 �Subsurfaces must be cleaned of moss, algae,  
salts, construction dust, old graffiti protection and 
separating layers. 

 �The subsurface must be clean, dry, stable and  
free of grease!

4   Subsurface – moisture

 �Subsurface moisture may not exceed 5%!
 �Do not apply SEMI-Guard to damp surfaces, otherwise 
the material cannot penetrate deep enough.

2   Weather

 �Do not use in rain or high humidity (> 85 %).

Brief instructions for SEMI-Guard – Graffiti-Protection-System



You can find the processing video at:   
https://www.youtube.com/watch?v=kb3eig3gkuQ

5   1. Layer

 �Cover surrounding areas. 
 �Apply enough material so that the surface  
is completely saturated.  

7   2. Layer

 �Apply wet-on-wet until the surface is fully saturated.
 �Roll out any excess material with a roller or brush. 

8   Functional test 

 �The functionality can be checked after 48 hours.

6   Excess material

 �Roll out any excess material with a roller or brush. 
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SEMI-Guard is an environmentally friendly, quick-drying and transparent impregnation system with a graffiti protective 
layer. After graffiti has been removed, the graffiti protective layer can be reapplied. Graffiti can however still be  
removed several times with a hot water high-pressure device and the addition of the system cleaner without renewing 
the sacrificial layer. The graffiti protection remains effective for up to 10 years if it has properly been applied to the 
subsurface and has not been removed.

Application Areas

Functionality

Mineral substrates outdoors  
(without paint):
 Concrete (exposed concrete) 
 Bricks, clinker
 Sand-lime brick
 Fiber cement panels  
 Tiles / grout
 Wood

Natural stone substrates outdoors  
(without paint):
 Sandstone
 Marble 
 Granite 
 Travertin
 Other natural stones

A. Impregnation

B. Sacrificial Layer

 

1  Semi-Permanent Graffiti-Protection is  
to be applied twice as (A) Impregnation and  
(B) Sacrificial Layer to the subsurface. 

4  The graffiti and the sacrificial layer  
underneath are removed with high pressure 
and hot water. The impregnation is retained. 

2  There is a normal water vapor diffusion  
with the applied Semi-Permanent Graffiti-
Protection. 

5  a. The sacrificial layer can then be reapplied  
to the affected area. 

b. However, graffiti can still be removed several 
times without renewing the sacrificial layer  
with a hot water high-pressure device and the 
additional system cleaner.

3  Paint / Graffiti attack on Semi-Permanent 
Graffiti–Protection. Graffiti color is held onto the 
surface by a sacrificial layer. The Impregnation 
prevents deep penetration into the subsurface.  

Product Description
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 �Hydrophobic (water repellent), improves resistance to 
freezing and thawing cycles 

 �Open to diffusion – easy processing, fast drying 
 �Minimal visual change of the surface – no gloss effect
 �Simple and environmentally friendly removal of graffiti  
 �Provides additional protection against road salt,  
environmental pollution, moss, algae and mold

 �SEMI-Guard is listed in the directory of tested Anti-Graffiti-Systems  
RAL 841/2 certified (Quality Association Anti-Graffiti).

 �Tested according to DIN EN ISO 7783-2:  
Water vapor permeable according to class 1 (highly vapor permeable)

Product Features 

Storage 

Approvals/Tests

Article Description Characteristic Article - Nr. Container

SEMI-Guard transparent GS-013-02   2 L

SEMI-Guard transparent GS-013-10 10 L

Shelf life of 12 months in a tightly closed and 
unopened packaging. Store containers in a cool,  
dry area and protect from frost. 

 �Function guarantee for up to 10 years 
 �Suitable for many porous surfaces, e.g. concrete, 
natural stone, clinker, brick …

 �Semi-Guard is listed in the directory of tested 
Anti-Graffiti-Systems and certified according to 
RAL 841/2

Delivery Form
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Technical Data Sheet

Technical Data
Color milky; transparent after drying

Consumption The consumption depends on the porosity / absorbency of the substrate.  
To calculate the required quantities, we recommend determining the consumption  
on a test area of 1- 2 m². 

Guideline consumption per m² Concrete 0,20 – 0,30 l/m2

Plaster 0,20 – 0,30 l/m2

Natural stones 0,30 – 0,80 l/m2

Granite 0,10 – 0,20 l/m2

Brick 0,30 – 0,50 l/m2

Sand-lime Brick 0,30 – 0,50 l/m2

Dilution Do not dilute

Flash point >100 °C

VOC 0 g/l

Material basis Aqueous emulsion based on silane-siloxane copolymers 

pH-value 6,5 – 7,5

Water hazard class Class: 1 (slightly hazardous to water)

Diffusibilty DIN EN ISO 7783-2: Class 1 – highly vapor permeable 

Shelf life Shelf life of 12 months in a tightly closed and unopened packaging.  
Store containers in a cool, dry place and protect from frost. 

Density approx. 1 g/cm³

Processing Wet-in-Wet

Drying time Completely dry after 2 days 

Processing temperature Lowest application and substrate temperature:  +10 °C
Highest application and substrate temperature: +35 °C

Humidity No application in rain or high humidity (>85 %)

Processing methods Roller, brush, hand sprayer, airless sprayer 

Security data Available at https://www.graffiti-guard.net

The information and data in this technical data sheet are based on our practical experience and knowledge. Due to 
different prerequisites in practice, general liability is excluded. Individual testing in regards to suitability and the usage 
should be carried out by the user. With the publication of a new technical data sheet, previous editions lose their validity.  



Processing Instructions

Graffiti-Removal

Functional Test

Temperature
The air and subsurface temperature must be between 
+ 10 °C and + 35 °C during the application and drying 
process.

Weather
No application in rain or high humidity (>85 %).

Subsurface
 �The subsurface must be free of moss, algae, salts, 
construction dust, old graffiti protection and seperating 
layers. 

 �The surface must be clean, dry, stable and free of 
grease! 

 

Processing
Shake SEMI-Guard well before usage.
Apply SEMI-Guard using a roller, brush, hand sprayer  
or airless spray, wet-on-wet quickly in 2 layers.  
The atomization of the product during spray application 
should be avoided.  

Apply as much material per work step / layer until the 
surface is saturated. Roll out any excess material with a 
roller or brush. 

ATTENTION: Do not apply SEMI-Guard to damp surfaces, 
as otherwise the material cannot penetrate deep enough, 
the color may darken and/or the gloss may change slightly 
upon drying. 

Graffiti will be simply washed off the first time it is 
cleaned with a hot water high-pressure device  
(temperature: 85 – 90 ºC) on a low pressure setting.

After graffiti has been removed, the Graffiti-Protection 
layer can be reapplied. However, graffiti can still be 
removed several times without renewing the sacrificial 

layer with a hot water high-pressure device with the 
addition of the System-Cleaner.

Stubborn or thick graffiti can also be pretreated  
beforehand with Remover BLUE (Article GE-019-01 / 
019-02 / 019-10) and then removed. 

The functionality can be checked after 48 hours.

You can find the processing video here:   
https://www.youtube.com/watch?v=kb3eig3gkuQ
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3   �Graffiti can be removed without leaving any residue  
or chemicals in the affected area. 

SEMI-Guard – Initial cleaning, without chemicals

During the initial cleaning, graffiti can be easily removed with a hot water high-pressure device (temperatur: 85 – 90 ºC) 
on a low pressure setting. If additional cleanings should be carried out again without chemicals, the graffiti protective 
layer (sacrificial layer) must be reapplied.

Environmental conditions: 	 Outside temperatur: >5 °C 

Working material: �	 Hotwater high-pressure device

1   �Graffiti-Removal with hot water high-pressure device, 
temperature at 75 °C and low pressure.

4  � For following cleanings an additional layer is required. 
Apply Semi-Guard to the cleaned area.

2   �After briefly heating the Graffiti-Protection with a  
hot water high-pressure device, the graffiti paint will 
come off. 

Graffiti-Removal – Initial Cleaning
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3   �Grafitti removal with a hot water high-pressure 
device. Graffiti can be easily removed without leaving 
any residue.

Graffiti-Removal – Follow-up Cleaning

SEMI-Guard – follow-up cleaning without renewing the sacrificial layer

Graffiti can still be removed several times with a hot water high-pressure device with the addition of the  
System-Cleaner, even without renewing the sacrificial layer. 

Environmental conditions: 	 Outside temperature: >5 °C 

Working material: �	� Hot water high-pressure, Graffiti-Remover (e. g. Remover BLUE)

1   �Apply a Graffiti-Remover (e.g. Remover BLUE).

4  � Residue-free graffiti removal within a few minutes. 
After 6 – 8 cleanings, it should be re-coated once with 
SEMI-Guard.

2   �Graffiti paint dissolves after a short exposure time. 
Graffiti paint is kept on the surface. 
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Find the right Graffiti-Protection-System

Subsurface Recommended Protection-System Note
SEMI-Guard 

semi-permanent
PERMA-Primer (XT)  

Primer for  
PERMA-Guard

PERMA-Guard  
permanent  
2-K-PU-WB

Color/facade paint – + + PERMA-Primer XT not required  
if paint is acrylic-based

Lacquers/spray lacquers – + + PERMA-Primer XT not required  
if Lacquer is acrylic-based 

Plaster
Uncoated – + +

Coated – + + PERMA-Primer XT not required  
if paint is acrylic-based

ETICS 
Uncoated – + +

Coated – + + PERMA-Primer XT not required  
if paint is acrylic-based

Fiber cement panels /  
facade panels

Uncoated + – – With factory hydrophobic 
treatment

Coated – + + Without factory hydrophobic 
treatment

Concrete / exposed concrete
Uncoated +     + (1)     + (1) (1) Inside area 

Coated – + +

Sand-lime brick
Uncoated + – –

Coated – + +

Natural stones  
(Sandstone, travertine …)

Uncoated + – –

Coated – + +

Wood 
Uncoated + + + Without hydrophobic treatment

Coated – + +

Plastics 
Uncoated – + +

Coated – + +

Metal
Uncoated – + +

Coated – + +

Asphalt/tar (street) Uncoated + – –

Tiles Uncoated + – –

Glass Uncoated – – –

Clinker Uncoated + – –

Ksynthetic resin/colored stone plaster Uncoated – + +

Masonry/exposed masonry Uncoated + – –

Plexiglas/PMMA/acrylic glass Uncoated – + +

Exposed aggregated concrete Uncoated + – –

Advertising tarpaulins/tarpaulins/
PVC-banner Uncoated – – +

Bricks Uncoated + – –

Powder coating Coated – + + Possible without Perma-PRIMER

uncoated 	 = 	without paint or lacquer        
coated 	 = 	with paint or lacquer       
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Service

Training and Workshops

We offer training courses and lectures on the topic 
“Antigraffiti” for product users, architects and  
municipalities. The training courses and workshops are 
1-day and 2-day with an intensive practical block. 

We convey the practice with a self-sufficient  
Graffiti-Removal vehicle. 

More information can be found here:
https://www.graffiti-guard.net

Training

Product Advice 

Due to the specialization and over 15 years of  
practical experience in graffiti removal protection,  
we have developed functional and innovative Anti-Graffiti 
products for professionals. 

Another focus of our work is advising commercial users, 
architects, construction planners and municipalities. 

More information can be found here:
https://www.graffiti-guard.net

Advisory

Anti-Graffiti-System
Graffiti-Guard

Anti-Graffiti-System
Graffiti-Guard

 info@graffiti-guard.net 0800 - 801 802 22 (Germany) Sprachen Suchen

Home Grundlagen Lösungen WebshopService UnternehmenProdukte

Graffitientfernung und Graffitischutz Produkte von Profis für Profis

Wir von Graffiti Guard sind Hersteller und Anwender zugleich. Für Sie bedeutet das: Wenn es darum geht, Graffiti zu entfernen oder Untergründe zu schützen, können 
Sie sich rundum auf unsere Erfahrung und unser Know-how verlassen. Denn aus der eigenen, täglichen Praxis heraus entwickeln wir neue Produkte und testen und 

verbessern diese ständig. Unseren Kunden stehen somit erprobte und zugleich innovative Produkte zur Verfügung, die am Markt so nicht zu finden sind.

Application Videos

We have created short application videos for  
Graffiti-Removal and Graffiti-Protection. These can  
give you a good overview of:

 �Graffiti-Removal from various surfaces 
 �Step-by-step instructions
 �What you should consider in advance
 �Useful tips and hints for processing

https://www.graffiti-guard.net/youtube

Videos
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Anti-Graffiti-System
Graffiti-Guard

+49 (0)172 53 58 237

www.instagram.com/graffitiguard

www.facebook.com/graffitiguard23

www.graffiti-guard.net/youtube

www.twitter.com/GuardGraffiti


